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Transducer: 38mm Neodymium driver (dynamic)
Enclosure: sealed
Head-band: adjustable (leather coating)
Frequency response: 10-22.000 Hz
Cable material: HPOFC (woven)
Cable length: 1,25 m
Senstivity: 101 dB @ 1mW
Max. sound pressure level: 126dB
Impedance: 32 ohms
Maximum input power: 200 mW
Connector gold-plated: 3,5 mm jack plug
    6,3mm adaptor included
Weight (without cable): 178 g
Colour: black

• smart, audiophile & comfortable

• Classic design

• Adjustable leather-coated headband

• Soft leather ear cushions (memory foam)

• Textile coated cable made from oxygen-free 

copper (HP-OFC)

• Gold plated 3,5mm jack plug

• High gloss & metal finish

Hear it One
Audiophile stereo headphone
MSRP 129,00 € (incl. VAT)

Colour options:
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Hear it One: smart, audiophile & com-
fortable

Dynamic headphone with neodymium magnetic 
transducers satisfies with audiophile playback and 
classy looks. Hear it One offers more detail, than 
most headphones costing twice or more. Their le-
ather head-band can easily be adjusted and soft 
ear cushions made from memory foam with leather 
coating make it easy to hear music for hours. A wo-
ven cable with bend-protection made from high 
purity oxygen-free copper (HP-OFC), high-quality 
gold-plated plugs guarantee undisturbed low-loss 
signal transmission.


